




All data mentioned on this technical data sheet are product descriptions. They are the result of general experience and experiments and don’t take 

changes, which result from new research concerning the material composition and form. To verify that you are holding the latest version of this Technical 

Data Sheet, Please visit www.Meever.nl

Minimum 12 months in a dry place at temperatures between 5°C and 30°C.
Shell life: see packaging for information.

To be ordered separately

•   Sealant gun for sausages 600 ml with closed tube. 
    (See relevant Technical Data Sheet)
•   Nozzle for sealant gun 600 ml with closed tube. 
    (See relevant Technical Data Sheet)

Consult the Safety Data Sheet for additional information. 
(*) For chemical resistances, please contact Meever .

Meever Expanding Seal is resistant to a force of 10 bar/1000kPa. 
To view the MeeverExpanding Seal pressure resistance test, 
please make a request via e-mail.

About 0,45 kg of cured Meever Expanding seal was weighted and immersed 
in the each test chemical. The change in colour, weight (expressed as % 
expansion by weight) and eventual chemical dissolving of the product were 
observed during 70 days.  

“resistant”, “limited resistant” or “not resistant” for each of the chemicals.
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Product % Expansion Observation

Unleaded fuel 23% I.E.S. turns yellow, resistant

Gasoline 2% I.E.S. turns yellow, resistant

Toluene 111% Resistant

Xylene 48% Resistant

Methanol 50% 201% Resistant

Isopropanol 50% 207% Resistant

N-methyl pyrolidone 311% I.E.S. turns yellow, limited resistant

Ethyl acetate 99% Resistant

Methyl isobutyl cetone 41% Resistant

Formol 36% 212% Resistant

Acetic acid 10% 76% Limited resistant

Sulphuric acid 10% 95% Resistant

Sulphuric acid 20% 117% Resistant

Sodium hydroxide 20% 15% Resistant

Sodium chloride 26% 10% Resistant


