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0 Pulling Weight Welghf: Amplitude | Power | Required .
. Eccentric total dynamic h X . . . . . . . . Double
Centrifugal Frequency f |Speed n| force F " 5 without | consum | oil flow Q i q Recommended
moment M without without . . pressure p . clamping clamping
force F (max.) . pull X . clamping | ption P motor i . power pack Type
stat (variable) clamping | clamping 5 N (max.) device Type | device Type
(max.) . . device/pile | (max.) (max.)
device device
30 US 297.7/39 100.4/135.0
110.8 US Tons 0-1388 In-Ibs 39.5 Hz 2,370 Tons 7,766 LBS 5643LBS 05In(125 9.6 HP gal/min 5,075PSI  83.2In(2.080 31.28In(782 82.41n(2.060 141In (350 150 MS-U 280/100 340 MS-U (280 MS-
(985 kN) (0-16 kgm) ’ min-1 (3,530 kg) (2,565 kg) mm) (222/298  (380/511 (350 bar) mm) mm) mm) mm) U)
(300 kN) kW) I/min)

2309 ENGINEERS ROAD, BELLE CHASSE, LA 70037 * INFO@MEEVERUSA.COM + +1 866 313 8770 * WWW.MEEVERUSA.COM


mailto:info@meeverusa.com
tel:+1%20(866)%20313%208770

