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Centrifugal
force F
(max.)

Eccentric
moment M

stat
(variable)

Frequency
f (max.)

Speed
n

(max.)

Pulling
force F

pull
(max.)

Pushing
force F
push

(max.)

Weight
total incl.
standard
clamping

device

Weight
dynamic

incl.
standard
clamping

device

Amplitude
incl.

standard
clamping

device

Power
consumpti
on p (max.)

Required
oil flow
Q motor
(max.)

Operation
pressue p

(max.)

Dimensio
ns Length

L

Dimens
ions

Width B

Dimension
s Height H
(incl. lower
clamping
device)

Standard
clamping

device

Special
clamping

device

Side
clamping
device for

beams and
planks

Side clamping
device for

pipes

Rec. excavator
class Weight

Rec. excavator
class P

50 US Tons
(500 kN)

607.32 In-lbs
(7 kgm)

42.5 Hz 
2,550
min-1

12 US
Tons

(120 kN)

12 US
Tons (120

kN)

4,972 LBS
(2,260 kg)

2,750 LBS
(1,250 kg)

0.448 In
(11.2 mm)

159.46 HP
(119 kW)

53.04
gal/min

(204
l/min)

5,075 PSI
(350 bar)

58.2 In
(1,455
mm)

42.28 In
(1,057
mm)

60.08 In
(1,526 mm)

60/72 60/72 K 43 SG 55 SGR
27.56 US Tons

(25 t)
201.0 HP (150

kW)

MS-7 HFB SG
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